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Mahindra NOVO 605 DI PS
Makes even the
impossible possible

; Advanced . 2
3532 cc Shuttle ._ 2700 kg Side shift gear
engine @ Sans s':ﬁm shift gear w lift capacity d. & SLIPTO




WHEN THE GOING
GETS TOUGH,

NOVO GETS GOING.

ENGINE

ENGINE

No. of Cylinders
Displacement cm?
Rated RPM

Air Cleaner
Cooling System

TRANSMISSION
Type

Number of Speeds
Speeds

Clutch

Main Clutch (mm)
PTO Clutch (mm)

PTO

PTO Power kW (HP)
PTO Type

PTO Speed

*Available in creeper variant

MAHINDRA TRACTORS

POTATO PLANTER

NOVO 605 DI - PS

4 Stroke, Direct Injection, Diesel Engine
4
S5
2100
Dry Type with Clog Indicator
Forced Circulation of Coolant

Partial synchromesh
15F+15R (STD) / 20F+20R*
16-335
Dual Diaphragm Type
310
280

31.7 (42.5)
SLIPTO
540 + R/ 540 + 540E

2 BOTTOM MB PLOUGH

HYDRAULICS

Lift Capacity (kg)
Pump Flow Capacity (l/min)

OTHERS
Brake Type
Steering

DIMENSIONS
Fuel Tank (1)
Length (mm)
Height (mm)
Wheelbase (mm)

Tyre
Front tyre mm (inch)
Rear tyre mm (inch)

Mahindra & Mahindra Ltd., Farm Equipment Sector, Farm Division, AFS Headquarters, Mahindra Towers,

1st Floor, Akurli Road, Kandivali (E), Mumbai - 400101, India. Tel: 28849588, Fax: 28465813.

T Toll Free No. 1800 4256576 | www.mahindratractor.com f facebook.com/MahindraTractorsindia

¥ twitter.com/TractorMahindra yaTite youtube.com/MahindraTractorsofficial @ www.instagram.com/mahindratractorsofficial

ROTAVATOR

NOVO 605 DI - PS

Mechanical, Oil immersed multi disc brakes
Power

60
3765 (4WD)
2140
2220 (4WD)/2150 (2WD)

191 x 406 (7.516)/241 x 610 (9.5+24)
429 X 711 (169 x 28)
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